Essex Silver -Line
SL8 Parts Diagram

Read This Book

This book has important information for the use and safe operation of this equipment. Failure to read t
book prior to operating or attempting any service or maintenance proceducaif@ilwerLine machine
could result in injury to you or to other personnel: damage to the machine or to other property could oc
well. You must have training in the operation of this machine before using it. If you or your operator(s
cannot read Bglish, have this manual explained fully before attempting to operate this machine.

Al'l directions given in this book are seen

Essex Silver -Line Corporation, 1118 Lakeview Ave. PO Box 40, Dracut, MA 01826
www.essex-silver -line.com
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Refinishing
The Silver - Line Way
(Visit our website www.essex-silver -line.com under consumer tips for complete information)

Job Preparation:
Remove the furniture, wall hangings, etc. Clear the room out!
Remove the old carpet, carpet pad and carpet strip (where necessary)
Locate & Reserve only Silver -Line Sanders & Edgers from your local rental store
Watch the Silver -Li ne Oo0How tod6 Video

Inspect the floor for and removeé

Staples from the carpet pad

Nails from the tackstrip

Nails protruding from the floor (countersink these nails)
Make sure you are very diligent when completing this task, protect the rental machine!
You may be liable for damag e to the drum and disc pad on the rental equipment!

Protect the rest of your house from sawdust, sweep the floor and vacuum, and pick up the equipment!

Sanding the Floor:

What are you trying to accomplish during this project? First, you want to level t he floor, and remove the old finish. The remaining cuts or passes are to remove the scratch marks
made by the previous cuts. Do not skip too many grits when sanding the floor, as the finer grits may not be able to remove t he heavier scratches.

Startt he process with the highest grit possible to complete the first cut, leveling and removing the finish. If a 36 or 40 grit wi I accomplish the task, then do not use 20 grit or
heavier. If it seems to be taking too long, drop down and use the heavier grit. By doing this you will probably save time.

Break the room down into two sections, 1/3 to 2/3 and sand the larger area first. Complete the 2/3 section and turn around t o sand the remaining 1/3. Do this with all the grits

Offset where you stop and st  art the sanding so you do not end up with a line across your floor at the end of the project.
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Use the SL -8 sander for the main section of the floor and then follow with the SL -7 edger. This method will allow you to set the level you want in the main section of the floor and
than bring it out to the edge of the room with the SL -7.

To use the Silver -Line SL-8 correctly, you sand forward and backward on the same line with the SL -8 sander. Be sure to lift up on the handle with enough force to keep the drum
pressure constant on the floor. Feather the sander so the drum comes off the floor while moving forward or backward when you reach an area that you need to stop.

The following grits are recomm ended for a professional looking sanding job. Again, you want to start with the least aggressive grit to complete the leveli ng and finish removal and
proceed up through the grits.
20, 36 or 40, 60 and finally 100

Note: If you trip a beaker or blow fuse,  turn off the equipment off, then reset the breaker or replace the fuse.

Note: Remove all sawdust from the house as you empty the dust bags. Empty your sander bags when they are Yz full, this will help wi th the dust
pick up. Sawdust can be flammable and y ou do not want it in your house.

Note: When using the SL- 7 edger, sand from right to left and let the edger do the work. A properly aligned edger, with a disc pad in good

condition will function well without the user exerting additional pressure. Let the edger do the wor k; dondt put extr
Work at a pace you are comfortable with, and take frequent rests.

If the cutting action of you sander seems to slow or diminish, it is probably time to change the sandpaper. In an effo rt to save money,

to extend the life of the paper, replace it as needed. If you skimp on the amount of paper you use on this project it will a ffect the end result.

Dondt | ook at the cost at the ti me ofloos Rapldce abgasivedbtadget the samétgpe of ouvaerossthehe | i f e of
floor.

After you sand the floor with the SL-8,SL8V2&SL -7 it is time to scrape corner s, door |jambs, et c.

Red Devil blade, available from the renta | store, to accomplish this task. Hand sand the areas you scraped.

If you have areas such as baseboard heat, radiators or toekicks that could not be reached by the SL- 7, use the Silver -Line U2 underradiator
sander to clean up t heasiee (ethercPSA ar Hool & Loop)gliscs and ié alsa available at the rental store.

When your done sanding your floor return your sanders to the rental store. Remember to return the cords, wrenches, bags and unused supplies.

Note: After sanding you s hould screen the floor before you apply any finish or stain to achieve the best possible finish. A professional floor
sander will screen his work; spend the time and money to screen your floor.
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Proper Application & Use of

Silver - Line Abrasives
12,16, 20*grit Sheets & Discs
For removing old surface coatings and leveling uneven floors

36, 40* grit Sheets & Discs
For intermediate sanding of floors following rough sanding.
For initial sanding of moderately worn floors

60%* 80, 100* grit Sheets & Disc s
For finish sanding of all floors prior to applying new coatings
For removing light scratches, sanding marks and minor surface damage

60, 80, 100, 120, 150 & 180 grit Sandscreens
For removing fine scratch marks prior to applying new coatings
For ligh t sanding between surface coatings

*Indicates most popular rental grits for sanding floors. 60 & 100 grit should be used in succession for proper finish. Neve r skip more than two
grits when sanding a floor.

Example: Do not jump from 36 grit to 80 or 100 grit
Always start your sanding project with the highest possible grit that will cut and level your floor. If the grit will not cu t the finish or level the

floor, go down one grit size to complete the cut!

White* Thick Nylon Pads
Buffing, for pol ishing floors where highest luster is desired

Green Thick Nylon Pads
Scrubbing, for general duty scrubbing and spot removal on floors

Black Thick Nylon Pads
Stripping, for heavy duty wet stripping of floors

* White pads should be used under the padloc ks when using sand screens on rotary and orbital polishers. They are used for driving sandpaper on
Orbital Polishers.
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Diagram # QTY Item List $ Diagram
Fan Assembly SL8111
D1 D1-1 1 SL81 SL8-1 Fan Housing $ 146.99 D1
D1 4 SL81A SL8-1A Fan Housing Screw (Not Shown) $ .59 D1
D1 1 SL8IA-S SL8-1A Screws (Set - 4) $ 210 D1
D1 D1-2 1 SL82 SL8-2 Exhaust Fan $ 73.99 D1
D1 D1-3 1 SL83 SL8-3 Fan Shaft $ 73.99 D1
D1 D1-4 1 SL84 SL8-4 Fan Pulley $ 53.99 D1
D1 D1-5 1 SL85 SL8-5 Exhaust Fan Key $ 1.09 D1
D1 D1-5A 1 SL85A SL8-5A Fan Pulley Key $ 1.09 D1
D1 D1-6 1 SL86 SL8-6 Exhaust Fan Washer $ 0.59 D1
D1 D1-7 1 SL87 SL8-7 Exhaust Fan Nut $ 1.09 D1
D1 D1-8 2 SL88 SL8-8 Fan Bearing (6203) $ 17.99 D1
D1 D1-9 1 SL89 SL8-9 Fan Bearing Retaining Ring $ 2.09 D1
D1 Di-10 1 SL810 SL8-10 Fan Pulley Washer $ 0.59 D1
D1 D1-11 1 SL811 SL8-11 Fan Pulley Nut $ 1.09 D1
D1 D1-11A 3 SL811A SL81A Fan Housing Screw (Not Shown) $ 1.09 D1
D1 Di1-12 1 SL812 SL8-12 Idler Pulley Bearing #6201 $ 17.99 D1
D1 D1-13 1 SL813 SL8-13 Idler Pulley $ 42.99 D1
D1 D1-14 1 SL814 SL8-14 Idler Arm $ 48.99 D1
D1 D1-15 1 SL815 SL8-15 Idler Arm Retaining Plate $ 499 D1
D1 D1-16 3 SL816 SL8-16 Idler Arm Retaining Plate Screw $ 0.59 D1
D1 1 SL816-S SL8-16 - S Screws (Set 33) $ 158 D1
D1 D1-17 1 SL817 SL8-17 Idler Arm Spring $ 1.39 D1
D1 D1-18 1 SL818 SL8-18 Idler Stud $ 23.99 D1
D1 D1-19 1 SL8-19 SL8-19 Idler Stud Washer $ 0.59 D1
D1 D1-20 1 SL8-20 SL8-20 Idler Stud Nut $ 1.09 D1
D1 D1-21 1 SL8-21 SL8-21 Idler Arm Spring Screw $ .99 D1
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Standard SLS8-222

SL3-22V (not shown)
Drum Barrel for the H & L Drum,
iz not machined for Cams or weight rod.

Endeaps (D2-23) with "AB" in the sertal number
will only fit barrels with "AB".
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Diagram # QTY Item List $ Diagram
D2 D2-22 1 SL822 SL8-22 Sanding Drum Barrel $ 344.99 D2
D2 SL822-V SL822V H & L Sanding Drum Barrel (Not Shown) $ 323.99 D2
D2 D2-22A 1 SL822A SL8-22A Sanding Drum Weight $ 39.99 D2
D2 D2-22B 2 SL822B SL8-22B Sanding Drum Weight Screws $ 0.59 D2
D2 D2-22C 1 SL822C Rubber Pad SL8-22C 8" Rubber Pads 1/2x8x18 -1/2 $ 119.99 D2
D2 D2-23 1 SL823 SL8-23 Drum End Cap $ 78.99 D2
D2 D2-23V 1 SL823V SL823V - End Cap H&L Drum (Not Shown) $ 78.99 D2
D2 D2-24 2 SL824 SL8-24 Tension Roll (Cam) $ 78.99 D2
D2 D2-25 2 SL825 SL8-25 Tension Roll Bushing $ 5.49 D2
D2 D2-26 2 SL826 SL8-26 Drum End Cap/Screws (long) $ .99 D2
D2 D2-27 1 SL827 SL8-27 Drum End Cap Screw (Short) $ .99 D2
D2 D2-28 1 SL828 SL8-28 Drum Shaft $ 116.99 D2
D2 D2-29 2 SL829 SL8-29 Drum Shaft Key $ .99 D2
D2 D2-30 1 SL830 SL8-30 Drum Spacer $ 6.99 D2
D2 D2-31 2 SL831 SL8-31 Drum Bearing #6203 $ 17.99 D2
D2 D2-32 2 SL832 SL8-32 Drum Bearing Boot $ 12.99 D2
D2 D2-33 1 SL833 SL8-33 Drum Pulley $ 61.99 D2
D2 D2-34 1 SL834 SL8-34 Drum Pulley Washer $ 0.59 D2
D2 D2-35 1 SL835 SL8-35 Drum Pulley Nut $ .99 D2
D2 D2-36 1 SL836 SL8-36 Tension Roll Spring (Short) $ 10.99 D2
D2 1 SL836A SL8-36A Tension Roll Spring (Long) $ 10.99 D2
D2 1 SL836R SL8-36R Tension Roll Spring (RED) $ 10.99 D2
D2 D2-37 1 SL837 SL8-37 Pressure Pawl Drum End $ 20.99 D2
D2 1 SL837L SL8-37L Pressure Pawl Drum End (long) $ 18.99 D2
D2 D2-38 1 SL838 SL8-38 Pressure Pawl Pulley End $ 20.99 D2
D2 D2-38A 2 SL838A SL8-38A Pressure Pawl S pring Pin $ 0.59 D2
D2 1 SL838L SL8-38L Pressure Pawl Pulley End (long) $ 18.99 D2
D2 SL8VMB 1 SL8VMB Metal Bar for Velcro Drum(2/PCS) $ 34.99 D2
D2 SL8VMB-FS 1 SL8VMB:SL8VMB -FS Flat Stock for VMB $ 19.99 D2
D2 SL8VMB-Screw 3 SL8VMB:SL8VMB -Screw VMB-Screw..10-24 x 5/8 Flat Socket head $ 0.59 D2
D2 SL8VMB-UC 1 SL8VMB:SL8VMB -UC U Channel for VMB $ 17.49 D2
D2 SL8VRP 1 SL8VRP SL8 Velcro Replacement Pad (H&H) $ 87.99 D2
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SL830 Drum Spacer

\
SL837 Pressure Pawl =
Drum End
SL838 Pressure Pawl
Pully End

The above referenced parts do not wear out on the SL8 Drum. If
you drum is not holding paper, it probably needs a new rubber
cover. The cams are hardened steel, the springs don't lose their
spring ability and the pawls do not get smaller with use.

Call us @ 1 800 451-5560 for a Drum Exchange
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